
Thiele/Small parameters

SYMBOL UNIT KFC-PS3017W KFC-PS2517W
Nominal impedance Z ohms 4 4

DC resistance RE ohms 3,7 3,7

Resonant frequency FSO Hz 24,4 33,7

Frequency response Hz 29 ~ 300 33 ~ 300

Mechanical Q factor QMS 6,79 6,95

Electrical Q factor QES 0,52 0,554

Total Q factor QTS 0,483 0,513

Voice coil inductance LBM H 2,04 1,9

Voice coil diameter d  mm 50 50

Force factor BL T/m 12,9 13,2

Peak excursion Xmax mm 5,9 5,9

Moving mass MMS gr 152 124

Volume accoustic compliance VAS liter 104 31,9

Piston Area SD sq.cm 512 354

Sensitivity (1W / 1m) dB 85 84

Speaker diameter  mm 326 275

Cone diameter  mm 300 250

Cutout diameter  mm 280 230

Total speaker height mm 155,4 142,2

Mouting depth mm 137 124

Weight of the magnet gr 1560 1560

Speaker weight kg 4,2 4

Total Weight (incl carton box) kg 5 4,6

Peak input power W 2000 1300

Rated input power W 400 400

Displacement cc 1,2 0,9

Sealed box volume liter 35,4 18,4

            Width x Hight x Depth mm 457x362x299 375x324x229

Vented box volume liter 42,5 25,5

            Width x Hight x Depth mm 590x362x394 464x311x330

  port SW mm 35 29

port SH mm 324 273

port SL mm 736 648

Sealed      .

Recommended enclosure
Vented 

KFC-PS3017W / KFC-PS2517W


